
 

   

 

 

 

 

 

 

FEATURES 
 1/4" 1Megapixel CMOS  
 Lens 3.6mm 
 IR 10M , LED 11 PCS 
 Pan 355°C / Tilt 80°C 
 1/1 channel In/Out 
 Micro SD, Max 64GB 
 Support P2P 
 DC5V/2A 

 

SPECIFICATION 
Image Sensor 1/4" 1Megapixel CMOS 720p 1.0MP 
Resolution 720p:1280*720p 
Min.  Illumination 0.02Lux@(F2.0,AGC ON ) , 0.Lux with IR 
Lens 3.6mm 
IR LED 11PCS 10M 
Pan/Tilt Pan 355°C / Tilt 80°C  
Video 
Compression H.264 
Video rate 720p (1280*720) Q720p (640*352) 
Compression and transmission rate 32Kbps-6Mbps,Optional,Default4Mbps 
Video frame rate                             30fps 
Image setting  Brightness,contrast,saturation,exposure,flip,mirror 
Storage Support up 64G SD card and regular video storage 
Wireless network protocol Wi-fi (IEEE802.11b) 
Ethernet RJ-45 10M/100M 
Audio output 1 road output,support connecting headset and speaker 
Power Supply DC 5V 1.5A 

Maximum power consumption 3W 
Product Dimension 130.06mm*72.28mm*130.06mm 
Operating temperature -10°C -50°C,<95%(No condensation) 
Operating humidity 10-95%RH 
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WIP089 1/4”1Megapixel CMOS Lens 3.6mm IR 11M 
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